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 �

�  Open Masslynx 
�  Click on MS Tune: 

 

 
 

�  Open the Tune page for MS Scan and make sure the parameters are OK, including the 
API and cone gas. 

�  Click on OPERATE to start working. 

 
�  Start flow only when API gas is ON and temperatures are high enough, otherwise liquid 

will not be evaporated. 
 

�  Connect the infusion pump to the inlet, make sure it does not leak.   
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 �

�  Arrange MS-Scan function to see the mass range.  Y axis= intensity X axis=m/z 
 

TUNING PARAMETER FOR MS SCAN : 
 

Sample solution is introduced in the infusion pump (with makeup solvent if necessary), controlled 
by the "Analyzer" Screen.  To operate the syringe click on the syringe's icon and set the flow rate 
to 10 ul. 
 

 
 
Tuning is done by changing the capillary and cone voltages in the "ES+ Source" to optimize the 
signal. Save the Tune Page. 
 
To acquire click on "Acquire" and select the function and other parameters.   
Mass range is set according to the sample components 

 
 



Instructions for Manual MS Scan 
Dr. Shulamit Levin 

Medtechnica 
 

 �

Click on Start 
 
The spectrum disappears and appears hand icon: 

 
 
Go to the main screen and click on the "Chromatogram" link 
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The chromatogram will appear as the continuous sum of all ion intensities.  Make sure to be on 
the "Real-time" display (clock).   
 
Use the right mouse and drag to combine spectra 

 
 
The Spectrum will be obtained: 

 
 
Measure the peak width at the 50% of the height (usually 0.7~) and use it in the smoothing: 
Process->Smooth 
 
 
 
 
 
 
 


